
















The cord drawn tracks shown here are designed to be strong and reliable,
and will give years of trouble-free use. They are all manufactured from 
aluminium, with high-grade plastic components, and are available with a
choice of sturdy and unobtrusive brackets.

Vitesse cord drawn curtain tracks are widely specified where a touch of 
luxury is required, or where ease of use is a primary consideration. 
Their smooth, quiet operation and elegant appearance make them at home
in the most demanding environments. When selecting a track, window size,
curtain weight, usage intensity, fixing requirements and aesthetics should
all be assessed, allowing the most appropriate track to be specified. 
The details on these pages will enable an informed choice to be made, 
thus ensuring that Vitesse cord drawn curtain tracks will give optimum 
performance and lasting satisfaction.

Vitesse curtain tracks are available through a nationwide network of
distributors / customers, with experienced installation and service teams
providing an unrivalled level of support.

Maintenance
All Vitesse cord drawn curtain tracks are 
designed to require little or no maintenance.
The tracks and components are made from
durable materials that will not corrode in
normal use. In the event of damage most
components are replaceable. Tracks with
gliders may be lubricated occasionally with
a sparing application of silicone to retain
sliding efficiency. Tracks with roller runners
should not be lubricated. Spare parts may
be obtained from the manufacturers or 
their distributors.
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System 7000W

System 7200W

• Top-fix track, for direct fixing or by 
click brackets

• Very slim alumunium profile, with smallest 
possible dimensions for a corded track

• May be bent, for applications such as 
arched ceilings

• Mainly domestic use, with light to medium 
weight curtains

• Standard colour white; other colours to order
• Self-lubricating polyethylene gliders at 

16 per metre

Specification: Vitesse System 7000 cord drawn
aluminium curtain track.

White, top-fixed track with end pulleys, operating 
cord, and gliders at 16 per metre.

• Sturdy and economical track for contract use
• Aluminium profile designed for medium to 

heavy curtains
• May be face or top-fixed, with strong 

steel brackets
• Standard colour white
• Can be bent - minimum radius 120mm
• With low-friction roller runners at 16 per metre

Specification: Vitesse System 7200 cord drawn
aluminium curtain track.

White track with face/top-fix brackets, end pulleys, 
and roller runners at 16 per metre. 



• Heavy-duty aluminium track for domestic or 
contract use

• Ideal for large or heavy curtains
• With face or top-fix brackets
• Standard colour white; other colours to order
• Can be bent - minimum radius 120mm
• Version 1 has gliders at 16 per metre
• Version 2 has heavy-duty roller runners at 

12 per metre

Specification: Vitesse System 7400 cord drawn
aluminium curtain track.

White track with face/top-fix brackets, end pulleys, 
operating cord, and gliders and 16 per metre
(7400-1) / heavy-duty roller runners at 12 per 
 metre (7400-2).
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System 7400W

• Stylish and modern round aluminium 
corded track

• For domestic or contract environments
• With face or top-fix brackets
• Standard colour white; other colours to order
• Can be bent - minimum radius 300mm
• Self-lubricating polyethylene gliders at 

16 per metre

Specification: Vitesse System 7600 cord drawn
aluminium curtain track.

Round white track with face/ top-fix brackets, 
end pulleys, operating cord, and gliders at 
16 per metre.

System 7600W

Curtain Weight Guide
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• Heavy-duty system suitable for large areas
• Ideal for stage curtains in auditoria and 

lecture theatres
• Top-fix as standard, with option of 

face-fix brackets
• Standard colour white
• Can be bent - minimum radius 350mm
• Heavy-duty roller runners at 12 per metre

Specification: Vitesse System 7700 heavy-duty
cord drawn aluminium curtain track.

White track with face/top-fix brackets, end pulleys,
operating cord, and heavy-duty roller runners at
12 per metre.

• Stylish and modern round aluminium 
• Heavy-duty double channel system for very 

large or heavy curtains
• Suitable for stage curtains in auditoria or 

lecture theatres
• Very strong aluminium track with 6mm 

operating cord
• Direct top-fix
• Standard colour white
• Heavy-duty roller runners at 12 per metre

Specification: Vitesse System 7800 Heavy-duty
double channel cord drawn aluminium curtain
track.

White track with end pulleys, operating cord, and  
heavy-duty roller runners at 12 per metre. 

System 7700W

System 7800W
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Sections shown full size

7000W 7200W

7400W 7600W

7700W 7800W

Cord Drawn Curtain Tracks



Vitesse electric tracks represent the ultimate in curtain control. Not only 
do they lend support to an ambience of success and luxury, they are also 
eminently practical. At the touch of a button they will glide into action,
smoothly, quietly, and with an effortless power that ensures lasting 
satisfaction. A large range of control systems is available, from a simple 
wall switch to radio remote handsets, or even complete integration into 
intelligent building control.

The electric tracks shown here are designed for strength and reliability, 
and will give years of trouble-free use. They are all manufactured from 
aluminium, with high-grade plastic components and sturdy, unobtrusive
brackets. When selecting a track, window size, curtain weight, usage 
intensity, fixing requirements and aesthetics should all be assessed, 
allowing the most appropriate track to be specified.

Vitesse curtain tracks are available through a nationwide network of 
distributors / customers, with experienced installation and service teams
providing an unrivalled level of support.

Vitesse
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Maintenance
All Vitesse electric curtain tracks are 
designed to require little or no maintenance.
The tracks and components are made from
durable materials that will not corrode in
normal use. In the event of damage most
components are replaceable. Tracks with
gliders may be lubricated occasionally with
a sparing application of silicone to retain
sliding efficiency. Tracks with roller runners
should not be lubricated. Spare parts may
be obtained from the manufacturers or 
their distributors.



System 8500W
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Electric Curtain Tracks

• Robust curtain track with range of 
powerful motors.

• Low-cost motorisation with high weight 
capacity and simple controls.

• 240v AC motors with four power ratings.
• Tandem motor option for extra high 

capacity applications.
• Maximum track length of 14m, with curtain 

weight capacity up to 90kg.
• Roller runners for long-term lubricant-free 

operation.
• Radio remote and group control 

options available.

Specification: Vitesse System 8500/* electric
aluminium curtain track.

White track with face/top fix brackets, roller  
runners, and 240v AC motor. 
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*System 8500 Motor Codes

8500/30 30 Watt Motor
8500/45 45 Watt Motor
8500/80 80 Watt Motor

Curtain Weight Guide:
30, 45 & 80 Watt Motors

8500/80

8500/45

8500/30

For track with one 90° bend or two 45° bends: 
reduce the curtain weight by 15%.
For track with two 90° bends or gradual curve:
reduce the curtain weight by 40%.

Section shown 
full size

8500W



Products and specifications liable to change without notice

Techniblinds Ltd
16 Plumpton Way, Carshalton
Surrey SM5 2DG. 

Tel: 020 8669 1122
Email: info@techniblinds.co.uk
www.techniblinds.co.uk
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